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�� Highest power/energy broadband light source (up to 10kW pulsedHighest power/energy broadband light source (up to 10kW pulsed, 4W CW), 4W CW)

�� Compact plug and play integrated MOPA architectureCompact plug and play integrated MOPA architecture

�� Spectral coverage: 1535Spectral coverage: 1535--1565nm1565nm

�� Optical output: CW, TEM00, Random State of PolarizationOptical output: CW, TEM00, Random State of Polarization

�� SingleSingle--mode output: SMFmode output: SMF--28 FC/APC28 FC/APC

�� Power consumption: 5VDC 15A (Module), ACPower consumption: 5VDC 15A (Module), AC--mains (mains (BenchtopBenchtop))

�� Operating environment: Operating environment: --2020°°C to 50C to 50°°CC

�� Laser RadarLaser Radar
�� LidarLidar
�� High power pulsed fiber laser seederHigh power pulsed fiber laser seeder
�� fiber sensingfiber sensing
�� RR--OTDROTDR

BY18 (Pulsed)
BY30

�� OFDROFDR
�� Free space coherent communicationFree space coherent communication
�� Gas absorption detectionGas absorption detection
�� Fiber component measurement equipmentFiber component measurement equipment
�� Scientific researchScientific research

BY18 (CW)
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�� Center wavelength:1535nmCenter wavelength:1535nm--1565nm1565nm

�� Pulse width option: 10Pulse width option: 10--800ns800ns

�� Peak Pulse Power: up to 10kWPeak Pulse Power: up to 10kW

�� Average power: 500mW, 1W, 2W, 4WAverage power: 500mW, 1W, 2W, 4W

�� Pulse repetition rate: Internal trigger (1kHz Pulse repetition rate: Internal trigger (1kHz –– 1MHz) or ext. trigger1MHz) or ext. trigger

�� Size: 180Lx140Wx53H (BY18) or 300Lx280Wx90H (BY30)Size: 180Lx140Wx53H (BY18) or 300Lx280Wx90H (BY30)

�� Operation Temp: Operation Temp: --2020°°C to 50C to 50°°C (force airC (force air--cooled)cooled)

Typical configuration: Center wavelength 1550nm band, 4kW peak Typical configuration: Center wavelength 1550nm band, 4kW peak 
power, 10ns pulsed width, 5KHz repetition rate, SMFpower, 10ns pulsed width, 5KHz repetition rate, SMF--28 fiber with 28 fiber with 
FC/APC output in a subsystem module form factor or as a FC/APC output in a subsystem module form factor or as a benchtopbenchtop
instrument instrument 

�� Center wavelength:1535nmCenter wavelength:1535nm--1565nm1565nm

�� Power: 500mW, 1W, 2W, 4WPower: 500mW, 1W, 2W, 4W

�� Size: 180Lx140Wx53H (BY18) or 300Lx280Wx90H (BY30)Size: 180Lx140Wx53H (BY18) or 300Lx280Wx90H (BY30)

�� Operation Temp: Operation Temp: --2020°°C to 50C to 50°°C (force airC (force air--cooled)cooled)

Typical configuration: Center wavelength 1550nm band, 1W output Typical configuration: Center wavelength 1550nm band, 1W output 
power, SMFpower, SMF--28 fiber with FC/APC output in a subsystem module 28 fiber with FC/APC output in a subsystem module 
form factor or as a form factor or as a benchtopbenchtop instrument  instrument  


